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To all whom it may concern: 

Be it known that I, Arthur Heine, a sub- 
ject of the King of Saxony, and a resident of 
Gohlis, near Leipsie, Kingdom of Saxony, 
5 Empire of Germany, have invented a certain 
new and useful Striking Apparatus for String- 
Instruments, of which the following is a speci- 
fication, for which I have received a patent in 
Germany, No. 87,746, dated January 1, 1896. 

io The present invention relates to a striking- 
apparatus for stringed instruments, enabling 
the performer to strike or touch a number of 
strings, at the same time striking accords. 
This object is attained by the apparatus, of 

15 which— 

Figure 1 of the accompanying drawings is 
a section, and Fig. 2 a plan view. 

Across the strings s s an adjustable bar 
a is arranged a proper distance above the 
At each of its ends the bar a slides 
on a bead #, which, in order to reduce the fric- 
tion can be prepared with graphite. In or- 
der to guide the rod straight, pins cj are ar- 
ranged, catching into the notches cf at the 

25 ends of the bar a. On its under side the bar 
a is provided with the striking-pins d, ar- 
ranged at a suitable distance apart, having 
also dampers, d' of india-rubber, felt, or the 
like. 

30 The upper surface of the bar a is provided 
with a saddle-shaped groove b, which is faced 
with polished tin and at its vertical ends pro- 
vided with little pieces of cloth or felt. Above 
this bar a a key-lever li is suspended in form 

35 of a single-arm lever hinged at p. By means 
of a spring m' the lever /lis always pressed up- 
ward and is stopped by a cross-ledge q, coated 
with cloth or felt /'. On the front end of the 
lever li is the key -plate t. Under the lever is 

40 a felt plate /, which softens the striking of 
the lever h on the bar a when the lever h is 
pressed down. 

Above the saddle-shaped groove of the 
bar a a cross-shaped piece v, also lined with 

45 cloth, is suspended, oscillating in a slit of the 
lever h. This piece v is held in vertical po- 
sition by a suitably-formed spring m, acting 
on its horizontal arms. The points of v and 
b alwavs stand so that when pressed down 


the point of v meets the slanting surface of 50 
b either at the right or left of the point of b. 
When the lever h is pressed down, the lower 
point of v slides along on the slanting sur- 
face of b as far as its (&) vertical limit/' 8 , and 
in pressing h farther down it pushes the bar 55 
a forward in its longitudinal direction until 
felt /' lies on the bar a, and thus the vertical 
movement of 7i and the longitudinal shift of 
a are limited by the cross v, then in slanting 
position. This position is indicated by dotted 60 
lines in Fig. 1. The striking-pins d, with 
their dampers d', are therefore carried by the 
lever across the strings s, thus sounding the 
latter. If the key t is released, lever h, 
worked by the spring m',rises. Thecross,also 65 
worked by the spring to, places itself verti- 
cally' — viz. , with its point over the other slant- 
ing surface of 5— so that in again pressing 
down k the bar a is pressed by v to the other 
side — i. e., into its original position. The 70 
strings are thereby caused to resound. 

The spring to 2 (indicated in the drawings) on 
the bar a serves to immediately lift the strik- 
ing-pins d and dampers d' out of the plane of 
the strings struck, when h is released. 75 

I claim as my invention — ■ 

1. Striking apparatus for string instru- 
ments consisting of a bar a located across the 
strings, provided in its under side with strik- 
ing-pins d and dampers d', said bar carrying 80 
a spring to 2 at one end, and its upper surface 
having a saddle-shaped notch covered with 
tin and at the ends provided with felts/', 
substantially as described. 

2. A striking apparatus for string instru- 85 
ments consisting of a bar provided below with 
striking pins and dampers, and above with a 
saddle-shaped notch, in combination with a 
single-arm lever h suspended over the bar a 
by a spring m' and provided with a depend- 90 
ing cross-piece v covered with felt, and a 
spring in, substantially as described. 

In witness whereof I have hereunto set my 
hand in presence of two witnesses. 

ARTHUR HEINE. 
Witnesses : 

Rudolph Fricke, 
Otto Doederlein. 


